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A PHP Error was encountered


Severity: Notice

Message:  Undefined index: factory_url

Filename: 2passeasy.com/%%cpl%%wp_id.php

Line Number: 33



	Backtrace:

	
		
	
		
	
		
			
			File: /home/dumpskey/public_html/2passeasy.com/template/cache/compile/default/2passeasy.com/%%cpl%%wp_id.php

			Line: 33

			Function: _error_handler			


		
	
		
	
		
	
		
			
			File: /home/dumpskey/public_html/2passeasy.com/catalog/controllers/Wparticle.php

			Line: 150

			Function: display			


		
	
		
	
		
			
			File: /home/dumpskey/public_html/2passeasy.com/index.php

			Line: 281

			Function: require_once			
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A PHP Error was encountered


Severity: Notice

Message:  Undefined index: factory_logo

Filename: 2passeasy.com/%%cpl%%wp_id.php

Line Number: 56
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			File: /home/dumpskey/public_html/2passeasy.com/template/cache/compile/default/2passeasy.com/%%cpl%%wp_id.php

			Line: 56

			Function: _error_handler			


		
	
		
	
		
	
		
			
			File: /home/dumpskey/public_html/2passeasy.com/catalog/controllers/Wparticle.php

			Line: 150

			Function: display			


		
	
		
	
		
			
			File: /home/dumpskey/public_html/2passeasy.com/index.php

			Line: 281

			Function: require_once			
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A PHP Error was encountered


Severity: Notice

Message:  Undefined index: product_time

Filename: 2passeasy.com/%%cpl%%wp_id.php

Line Number: 62
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			File: /home/dumpskey/public_html/2passeasy.com/template/cache/compile/default/2passeasy.com/%%cpl%%wp_id.php

			Line: 62

			Function: _error_handler			
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			Line: 150

			Function: display			


		
	
		
	
		
			
			File: /home/dumpskey/public_html/2passeasy.com/index.php

			Line: 281

			Function: require_once			


		
	



	List Price
	$128.99
	Price
	Today 49.99 USD


                                                

                                                                                                
                                                    Free TrialVersion: demo 
                                                Buy Now 50% OFF  
                                                

                                                    
                                                    
                                                

                                                
                                                                                            

                                        

                                    

                                    
                                        Tactics to 100 105 icnd1 pdf

                                        
                                            
                                                
                                                Posted by Alex Baker to Cisco 100-105

                                                    Follow @2passeasy

                                            

                                            

                                        

                                        Exam Code: ccent 100 105 (Practice Exam Latest Test Questions VCE PDF)
Exam Name: ICND1 Cisco Interconnecting Cisco Networking Devices Part 1 (ICND1 v3.0)
Certification Provider: Cisco 
Free Today! Guaranteed Training- Pass ccent ccna icnd1 100 105 official cert guide Exam.
P.S. Downloadable 100-105 questions pool are available on Google Drive, GET MORE: https://drive.google.com/open?id=10aMCxNhtGaQ1g5X4WURwuSZDkYQMo5JZ

New Cisco 100-105 Exam Dumps Collection (Question 14 - Question 23)
Q1. An administrator is in the process of changing the configuration of a router. What command will allow the administrator to check the changes that have been made prior to saving the new configuration?
A. Router# show startup-config
B. Router# show current-config
C. Router# show running-config
D. Router# show memory
E. Router# show flash
F. Router# show processes
Answer:  C
Explanation:
This command followed by the appropriate parameter will show the running config hence the admin will be able to see what changes have been made, and then they can be saved.




Q2. Which layer of the OSI model controls the reliability of communications between network devices using flow control, sequencing and acknowledgments?
A. Physical
B. Data-link
C. Transport
D. Network
Answer:  C




Q3. What does a host on an Ethernet network do when it is creating a frame and it does not have the destination address?
A. Drops the frame
B. Sends out a Layer 3 broadcast message
C. Sends a message to the router requesting the address
D. Sends out an ARP request with the destination IP address
Answer:  D
Explanation:
In this case, it will send out an ARP request for MAC address of the destination IP (assuming it doesn't already have it in its table) and then address it to the destination's MAC address.




Q4. Which of the following statements are TRUE regarding Cisco access lists? (Choose two.)
A. In an inbound access list, packets are filtered as they enter an interface.
B. In an inbound access list, packets are filtered before they exit an interface.
C. Extended access lists are used to filter protocol-specific packets.
D. You must specify a deny statement at the end of each access list to filter unwanted traffic.
E. When a line is added to an existing access list, it is inserted at the beginning of the access list.
Answer:  A,C
Explanation:
In an inbound access list, packets are filtered as they enter an interface. Extended access lists are used to filter protocol specific packets. Access lists can be used in a variety of situations when the router needs to be given guidelines for decision-making. These situations include:
Filtering traffic as it passes through the router To control access to the VTY lines (Telnet)
To identify "interesting" traffic to invoke Demand Dial Routing (DDR) calls To filter and control routing updates from one router to another
There are two types of access lists, standard and extended. Standard access lists are applied as close to the destination as possible (outbound), and can only base their filtering criteria on the source IP address. The number used while creating an access list specifies the type of access list created. The range used for standard access lists is 1 to 99 and 1300 to 1999. Extended access lists are applied as close to the source as possible (inbound), and can base their filtering criteria on the source or destination IP address, or on the specific protocol being used. The range used for extended access lists is 100 to 199 and 2000 to 2699.
Other features of access lists include:
Inbound access lists are processed before the packet is routed.
Outbound access lists are processed after the packet has been routed to an exit interface. An "implicit deny" is at the bottom of every access list, which means that if a packet has not matched any preceding access list condition, it will be filtered (dropped).
Access lists require at least one permit statement, or all packets will be filtered (dropped). One access list may be configured per direction for each Layer 3 protocol configured on an interface The option stating that in an inbound access list, packets are filtered before they exit an interface is incorrect.
Packets are filtered as they exit an interface when using an outbound access list.
The option stating that a deny statement must be specified at the end of each access list in order to filter unwanted traffic is incorrect. There is an implicit deny at the bottom of every access list.
When a line is added to an existing access list, it is not inserted at the beginning of the access list. It is inserted at the end. This should be taken into consideration. For example, given the following access list, executing the command access-list 110 deny tcp 192.168.5.0 0.0.0.255 any eq www would have NO effect on the packets being filtered because it would be inserted at the end of the list, AFTER the line that allows all traffic.
access-list 110 permit ip host 192.168.5.1 any
access-list 110 deny icmp 192.168.5.0 0.0.0.255 any echo access-list 110 permit any any




Q5. Refer to the exhibit.
A person is trying to send a file from a host on Network A of the JAX Company to a server on Network Z of the XYZ Company. The file transfer fails. The host on Network A can communicate with other hosts on Network A.
Which command, issued from router RTA, would be the most useful for troubleshooting this problem?
A. show flash:
B. show history
C. show version
D. show interfaces
E. show controllers serial
Answer:  D
Explanation:
The most useful thing to check on RTA would be the show interfaces command to see if the interface toward the WAN link is up. The most likely scenario is that the local LAN interface is up, but the other interface toward the XYZ company is down.




Q6. Refer to the exhibit.
Why are two OSPF designated routers identified on Core-Router?
A. Core-Router is connected to more than one multi-access network.
B. The router at 208.149.23.130 is a secondary DR in case the primary fails.
C. Two router IDs have the same OSPF priority and are therefore tied for DR election
D. The DR election is still underway and there are two contenders for the role.
Answer:  A
Explanation:
OSPF elects one DR per multi-access network. In the exhibit there are two DR so there must have more than one multi-access network.




Q7. 

Including the address on the Routed Ethernet interface, how many hosts can have IP addresses on the LAN to which Routed is connected?
A. 6
B. 30
C. 62
D. 126
Answer:  A
Explanation:
This is a /29 address, so there are 6 usable IPu2021s on this subnet.




Q8. Refer to the exhibit.
The exhibit is showing the topology and the MAC address table. Host A sends a data frame to host D. What will the switch do when it receives the frame from host A?
A. The switch will add the source address and port to the MAC address table and forward the frame to host D.
B. The switch will discard the frame and send an error message back to host A.
C. The switch will flood the frame out of all ports except for port Fa0/3.
D. The switch will add the destination address of the frame to the MAC address table and forward the frame to host D.
Answer:  A
Explanation:
When switch receives the data frame from the host not having the MAC address already on
the MAC table, it will add the MAC address to source port on MAC address table and sends the data frame.




Q9. Refer to the exhibit.
PC1 pings PC2. What three things will CORE router do with the data that is received from PC1? (Choose three.)
A. The data frames will be forwarded out interface FastEthernet0/1 of CORE router.
B. The data frames will be forwarded out interface FastEthernet1/0 of CORE router.
C. CORE router will replace the destination IP address of the packets with the IP address of PC2.
D. CORE router will replace the MAC address of PC2 in the destination MAC address of
the frames.
E. CORE router will put the IP address of the forwarding FastEthernet interface in the place of the source IP address in the packets.
F. CORE router will put the MAC address of the forwarding FastEthernet interface in the place of the source MAC address.
Answer:  B,D,F
Explanation:
The router will forward the frames out the interface toward the destination u2013 B is correct. Since the router will has the end station already in itu2021s MAC table as see by the u201cshow arpu201d command, it will replace the destination MAC address to that of PC2 u2013 D is correct.
The router will then replace the source IP address to 172.16.40.1 u2013 E is correct.




Q10. Refer to the exhibit.
An administrator replaced the 10/100 Mb NIC in a desktop PC with a 1 Gb NIC and now the PC will not connect to the network. The administrator began troubleshooting on the switch. Using the switch output shown, what is the cause of the problem?
A. Speed is set to 100Mb/s.
B. Input flow control is off.
C. Encapsulation is set to ARPA.
D. The port is administratively down.
E. The counters have never been cleared.
Answer:  A
Explanation:
For PC to switch connectivity, the speed settings must match. In this case, the 1 Gb NIC will not be able to communicate with a 100Mb fast Ethernet interface, unless the 1Gb NIC can be configured to connect at 100Mb.
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